
APIL
Quality that never compromises

1-needle chain stitch style
Automatic thread trimmer.
EM 373X / EM 377X provide knots tie style

The machine is with durable/reliable mechanical force-
transmission system which can prevent error actions at 
anytime. The adoption of latest technology to the button 
sewing mech-anism effectively prevents the button from 
loosening. Main parts are applied with high-grade heat-
treated steels. which greatly promotes the durability and 
service life?
EM 373X is a lockstitch button sewing machine.

Two choices stitch pattern : whip stitch and purl stitch with 
adjustable button hole length/width and stitch amount automatic 
lubrication system and thread trimmer. Applied for button –holing 
on ordinary or knitted material with light or heavy weight.

The high speed bar tacking machine is designed for making 
reinforced stitching of various kinds of clothing such as suits. 
Jeans and working clothes and also for eye-let button-hole 
tacking. Tack length can be easily adjusted, with automatic 
lubrication system, automatic thread trimmer and presser lifting.

HIGH SPEED LOCKSTITCH STRAIGHT BUTTONHOLING INDUSTRIAL
 SEWING MACHINE ( MODEL : EM 781/782)

HIGH SPEED LOCKSTITCH BAR TACKING MACHINE ( MODEL : EM 1850)

BUTTON ATTACHING SEWING MACHINE (MODEL: EM 373X)

30, J.P.Road, Opp. Sagar Shopping Centre, Andheri (W), Mum - 400 058
Tel. : 2628 1643  Email : kalpesh@kapilsewingmachine.com, rinkeshjain@rediffmail.com

Website : kapilsewingmachine.com


